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Performance / Specifications

WF95 – 12v 9500lb 4WD Winch

Single line rated pull 3000lb/1363kg Gearing 3 stage planetary
Motor Permanent Magnet 12v DC, 1hp Gear Reduc  on ra  o 136:1
Cable 4.8mm x 15.2m Clutch Freespooling, cam ac  vated
Overall Dimensions (mm) 335L x 110W x 112H Weight

Line Speed and Current Drain (first layer)
Line Pull lb/kg 0 1000lb/454kg 1500lb/682kg 2000lb/906kg 2500lb/1136kg
Line Speed (mpm) 8.3 6.1 4.9 2.7 1.5
Current Drain 15 40 60 130 190

Line Pull Capacity – Based on first layer on drum
Cable Layer 1 2 3 4 5
Rated Line Pull per Layer 3000lb/1363kg 2561lb/1164kg 2234lb/1015kg 1981lb/900kg 1779lb/808kg
Total rope on drum 2.7m 5.86m 9.48m 13.58m 15.2m
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Note 24v available also
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Accessories included

Note 24v available also

Control
Box

WFSO12

Cables

WFBC

Lanyard

WFLA

Hook

WHO120

Pulley 
block

WFPB120

Mounting 
plate

WFMO

Handlebar 
switch

N/A

Lanyard 
plug lead

N/A

Fairlead

WFFL

Remote

REMO

Pull strap

WRPS

Single line rated pull 9500lb/4318kg Gear Reduc  on ra  o 265:1
Motor Series Wound, 12v DC, 5.5hp Cable 8.3mm x 28m 
Overall Dimensions (mm) 530L x 160W x 218H Weight 38.5kg

Line Speed and Current Drain (first layer)
Line Pull lb/kg 0 2000lb/909kg 4000lb/1818kg 6000lb/2727kg 8000lb/3636kg 9500lb/4318kg 
Line Speed (mpm) 7.8 4.4 3.25 2.6 2.15 1.95 
Current Drain 80 180 240 280 330 350

Line Pull Capacity – Based on first layer on drum
Cable Layer 1 2 3 4 
Rated Line Pull per Layer 9500lb/4318kg 7700lb/3500kg 6500lb/2955kg 5700lb/2590kg 
Total rope on drum 5m 12m 21m 28m 


